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•ty€n•pravov‚ cisternov‚ vƒz €ady Zacens o ob-
jemu 40 m3 je ur„en v‚hradn… pro p€epravu roz-
taven† s‡ry s kˆdem ur„en‡ n•doby L4DH.

Vƒz je vybaven podvozky typu Y 25 Lsd1 se zat‡-
‰en‡m n•pravy 22,5 t, schv•len‚mi dle UIC. 

Spodek vozu ± sva€ovan‚ p•te€ov‚ r•m s p€ed-
stavky, ke kter†mu je tlakov• n•doba upevn…na 
v sedlech pomoc‡ Šroubƒ. 

Brzda ± tlakov• KNORR KE-GP v proveden‡ 16" 
a pneumatick‚m p€estavov•n‡m.  Namontovan• 
ru„n‡ brzda se ovl•d• z p€echodov† ploŠiny 
a ‹„inkuje na oba podvozky. 

Kotel je vyroben z nerezov† oceli a opat€en po 
cel†m vn…jŠ‡m povrchu izolac‡ z miner•ln‡ vlny 
200 mm. Zvl•Štnost‡ je speci•ln‡ proveden‡ vy-
t•p…n‡ kotle z jeho vn…jŠ‡ strany, kter† zaru„uje 
naprosto spolehliv† vypr•zdn…n‡ 100 % n•kladu. 

Vƒz vyhovuje platn‚m p€edpisƒm RID a UIC.
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Der vierachsige Zacens-Kesselwagen mit 40 m3 
Volumen ist nur f!r den Transport von Schwefel-
schmelze mit dem Tankcode L4DH vorgesehen. 

Der Wagen ist mit den Drehgestellen Bauart 
Y 25 Lsd1 f!r RSL 22,5 t mit UIC-Zulassung 
ausger!stet. 

Untergestell ± geschweiûter Mitteltr#gerrahmen 
mit Vorbauten, auf dem der Druckbeh#lter in 
Satteln durch Schrauben befestigt ist. 

Bremse ± Druckluftbremse Knorr KE-GP in 16" 
Ausf!hrung und mit pneumatischer Umstellung. 
Die Handbremse wird von der $bergangsb!hne 
aus bet#tigt und wirkt auf beide Drehgestelle.

Der Kessel ist aus Edelstahl gefertigt und an 
seiner Auûenober  ̄#che mit W#rmed#mmung 
aus 200 mm dicker Mineralwolle versehen. Eine 
Besonderheit stellt die spezielle Ausf!hrung der 
auûenliegenden Heizung dar, was absolut zu-
verl#ssige 100%-tige Entleerung des Ladeguts 
gew#hrleistet.

Der Wagen entspricht den g!ltigen RID- und 
UIC- Vorschriften.
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The four-axle tank wagon type Zacns with the 
volumetric capacity of 40 m3 is designed only for 
liquid sulphur with the tank code L4DH. 

The wagon is ® tted with the bogies type 
Y 25 Lsd1 for the axle load 22,5 t, approved acc. 
to UIC. 

Wagon underframe ± welded central member 
frame with nose compartments, the presure tank 
is ® xed to them with bolts. 

Brake system ± air brake Knorr KE-GP in version 
16ª and air-pressure change-over device. The 
hand brake is operated from the brake platform 
and acts on both bogies.

The tank is made of stainless steel. The outside 
surface is equipped with 200 mm thick warm 
insulation. A particularity is a special construction 
of the tank heating from its outside, which 
assures absolutely reliable discharging of 100 % 
of the load. 

The wagon conforms to the regulations UIC and 
RID. 
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D•lka p€es n•razn‚ky Lƒnge „ber Puffer Lenght over buffers 14 400 mm

Vzd•lenost oto…n†ch …ep‡ Drehzapfenabstand Distance between bogie centres  9 360 mm

Vlastn‚ hmotnost Eigengewicht Empty weight 23 000 kg

Hmotnost loˆen•ho vozu max. Gesamtgewicht beladenes Wagens max. Gross weight max. 90 000 kg

Objem Volumen Tank volume 40 m3

Materi•l Material Material 1.4541

V†po…tov† tlak Berechnungsdruck Calculated pressure  0,4 MPa

Zku‰ebn‚ tlak Pr„fdruck Testing pressure 0,4 MPa

Provozn‚ tlak Betriebsdruck Working pressure 0,3 MPa

Pracovn‚ p€etlak max. Betreibs„berdruck max. Working pressure max. 1,2 MPa

VnŠj‰‚ tlak ‹uûerer Œberdruck Max. outside overpressure 0,045 MPa

Pracovn‚ teplota max. Betriebstemperatur max. Working temperature max.  +190 •C

KŽd n•drˆe Tankcode Tank code L4DH


