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•ty€n•pravov‚ cisternov‚ vƒz €ady Zacens o ob-
jemu 50 m3 je ur„en pro p€epravu kapaln‚ch 
l•tek dle k…du n•doby L10 BH (nap€. methanol, 
styren, kapaln† uhlovod‡ky, chloristan sodn‚, ani-
l‡n, formaldehyd, kresoly, acetanhydrid, kyselina 
dusi„n• a hydroxid draseln‚). 

Vƒz je vybaven standardn‡mi podvozky typu 
Y25 Lsd1. Nosnou „•st tvo€‡ sva€ovan‚ p•te€ov‚ 
r•m s p€edstavky, ke kter†mu je v sedlech po-
moc‡ ˆroubƒ upevn‰na tlakov• n•doba cisterny. 
Kotel cisterny o objemu 50 m3 je sm‰rem ke 
st€edu symetricky vysp•dov•n pod Šhlem 1‹. 

Kotel je vyroben z nerezov†ho materi•lu, vn‰jˆ‡ 
povrch je tvo€en 100 mm silnou tepelnou izolac‡. 
Sou„•st‡ kotle je parn‡ vyt•p‰c‡ za€‡zen‡ p€iva€e-
n† vn‰ spodn‡ „•sti n•doby.

Brzda ± tlakov• KNORR KE-GP s 16" brzdov‚m 
v•lcem. Ru„n‡ brzda je ovl•d•na z ploˆiny.
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Der vierachsige Kesselwagen Bauart Zacens mit 
50 m3 Volumen ist f!r Transport von fl!ssigen 
Stoffen gem#û Tankcode L10 BH vorgesehen 
(z.B. Methanol, Styrol, fl!ssige Kohlenwasser-
stoffe, Natriumperchlorat, Anilin, Formaldehyd, 
Kresole, Essigs#ureanhydrid, Salpeters#ure 
und Natriumhydroxid). 

Der Kesselwagen ist mit Standarddrehgestellen 
Bauart Y 25 Lsd1 ausger!stet. Die Tragbau-
gruppe bildet ein geschweiûter Mitteltr#gerrah-
men mit Vorbauten, auf dem der Druckbeh#lter 
durch Schrauben in Satteln befestigt ist. Der 
Kessel mit Rauminhalt von 50 m3 hat Neigung 
1‹ symmetrisch zur Mitte.

Der Kessel ist aus Edelstahl gefertigt, den 
Auûenmantel bildet 100 mm dicke W#rme-
d#mmung. Ein Bestandteil des Kessels ist die 
am Kesselunterteil von auûen angeschweiûte 
Dampfheizung.

Bremse ± Druckluftbremse KNORR KE-GP mit 
16" Bremszylinder. Die Handbremse bet#tigt 
man aus der B!hne.
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The four-axle tank wagon type Zacens with 
the volumetric capacity of 50 m3 is designed 
to carry liquids according to Tankcode L10 BH 
(e.g. methanol, styrene, liquid hydrocarbons, 
sodium perchlorate, aniline, formaldehyde, 
cresol, acetanhydride, nitric acid, potassium 
hydroxide). 

The tank wagon is equipped with standard 
bogies type Y 25 Lsd1. The supporting part 
is from welded construction with central 
longitudinal beam and front beams, the tank is 
fitted to it on saddle with screws. The tank with 
the volumetric capacity of 50 m3 has gradient 
1‹ symmetric to the centre.

The tank is made of stainless steel. The outside 
surface is equipped with a 100 mm thick warm 
insulation. The tank is also equipped with 
a steam heating element, which is welded on 
the bottom of the tank.

Brake ± A press brake KNORR KE-GP with 
a 16 inches© brake cylinder. Hand brake is 
designed to be controlled from the platform.
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Podvozek Drehgestell Bogie Y 25 Lsd1

Tlakov• brzda Druckluftbremse Pneumatic brake KE-GP-16ª

Jmenovit• hmotnost vozu Wagengewicht Empty weight 23 850 kg

Hmotnost na n•pravu max. Radsatzlast Axle load 22,5 t

D€lka vozu p•es n•razn‚ky Lƒnge „ber Puffer Length over buffer 14 940 mm

Tepeln• izolace Isolierung Insulation 100 mm

Objem Volumen Volumetric capacity 50 m3

Pr…m†r kotle Tankauûendurchmesser Tank outside diameter 2 300 mm

V‡poˆtov‡ p•etlak Berechnungs„berdruck Calculation overpressure 1 MPa

Provozn‚ p•etlak Betriebs„berdruck Operation overpressure 0,3 MPa

Vn†j‰‚ p•etlak Šuserer ‹berdruck External overpressure 0,06 MPa

Topn€ m€dium Heizmedium Heating medium saturated steam 

KŒd cisterny Tankcode Tank code L10BH


